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Chapter 6 Line Styles

Overview

MicroStation comes with 8 standard Line Styles, which is usually
enough for only the most basic MicroStation drawing. Custom Line
Styles are MicroStation’s way of creating other Line Style for specific
purposes. Line Styles for utilities that have text imbedded in the line,
fence Line Style with X’s along it are examples of Line Styles that can
be created. Custom Line Styles, unlike the fonts discussed in chapter
5, are still contained in resource files with the extension .rsc. The only
change will be how we access custom line styles for use and viewing
prior to placing. This chapter contains information about these
resource files including:

Names

Locations

Descriptions

Workflow for attaching resource file

Workflow for creating basic custom Line Styles

Line Styles

There are many custom Line Styles in use at CFLHD. There are
multiple standard Line Style resource files. They are automatically read
by MicroStation and will be shown as available Line Styles, provided
your machine is properly configured. These files will be attached when
entering MicroStation through a project configuration variable and the
use of these will be seamless.

The CFLHD custom Line Style resource files can be found on the
CFLHD network at:
N:\Standards\V8_Resource\X_30\Standards\Resources\

For consultants, CFLHD line style resources files are available through
the V8_Resource.zip download.

Selecting custom Line Styles in MicroStation V8 is a simple process as
each Line Style found in the attached .rsc file will automatically show
up in the Line Styles dropdown menu, as shown below.
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Figure 6-1: Select Custom Line Style

Each of the Line Styles available may be selected by using the scroll
bar to find and select the desired Line Style.

As shown above, there is also a selection for ByLevel. This allows a
Line Style to be attached to a particular level. Setting the level as the
active level will automatically select the Line Style as set in the level
library. See chapter 9, Levels and Symbology, for more information on
ByLevel attributes.

To view a custom Line Style before placing, select Element>Line
Styles>Custom, as shown below.

Element

B-spline and 3D
Cells

Dimension Styles

Multi-ine Styles Edit
Tags L4

Text Styles

Information Cirl+l

Figure 6-2: Element Menu

With the dialog box for custom Line Styles, shown below, you have the
ability to select Line Styles and set Line Style scales.
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Figure 6-3: Custom Line Styles

For CFLHD employees, custom Line Styles are
automatically attached while opening a design file
using the Project Configuration (*.pcf). If the correct
Line Styles is not displaying, contact CADD support
to have this setup.

N,
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See figures below for view of each Line Style in use at CFLHD.

Line Style

Line Style Diagrams
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Figure 6-4: Line Style Diagram
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Figure 6-5: Line Style Diagram
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Line Style
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Figure 6-6: Line Style Diagram
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Line Style
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Figure 6-7: Line Style Diagram
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Line Style
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Figure 6-8: Line Style Diagram
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Workflow 1: Resource file setup
1. Download V8 Resource.zip from the CFLHD web site.

2. Asthis file is specific to CFLHD projects the user should leave
this in the V8_Resource\X_30\Standards\Resources directory.

3. In MicroStation select Workspace>Configuration.

Workspace  Applications

Preferences...

Customize

Function Keys...
Button Assignments. ..
Digitizing

About Workspace

Figure 6-9: Workspace Configuration Menu

4. From the workspace configuration dialog box, select Symbology
from the list on the left.
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File
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File Saving Cancel
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RendeningImages
Security
Seed Files
Speling
Standards Checker

I

Edit... Select... Delete MHew. .

5 yrnbology
System Env
Tags

Termp and B ackup Files & list of symbology resource files. Files are opened in the order they
Translation-CGk appear in the list. The lagt one in the izt has the highest prionty. [F
Translation GES undefined, MicroStation looks in the current rezource path for a file called
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-
LI—I —'I_ For more optionz, chck on the categom list at l=ft

Figure 6-10: Configuration Symbology
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5. Click on the Select button. This will allow the user to select the
CFLHD line style resource files downloaded above (step 4).
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= it
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nhatandards'wi_resourcete_30hstandardsresourcesfontcflrsc Flemaye

®

Figure 6-11: Symbology Resources

6. Pick the path to the directory where the .rsc files are stored from
the upper right directory box. Highlight the appropriate file(s)
from the upper left box, and then click the Add button to add the
desired file to the file list. Repeat this procedure for each file to
be added.

7. Click the Done button.

8. The files will now be shown in the Expansion window of the user
configuration box.

STANDARDS FOR USE WITH X30 CRITERIA 6-10
1/20/2006



Federal Lands Highway

CFLHD CADD Standards Manual
Chapter 6 —Line Styles

Commitmant fo Excellance

E Configuration : Lser, [untitled]

File
Categary ﬂ Set syrmbology informatiorn.
Archive Syrmbology Resources ok
Cellz
Colors Cancel
Databasze Q
DataFiles
DwG/D=F
Design Applications
Design History :
Engineering Links Edi.. Delete Hew...
Estenzions E .
File 5 aving EhoHAen
Levels nhatandardsiwB_resourcets_304standards\esourceshofl_inestyles rsc
MDL Development nhatandardsiwl_resourcets_304standards\esourcesiilh_linestyles rsc
OLE rhatandardsiwB_resourcets_30hstandards\esourcesifontcflisc
Operation
Printing
Praotection
Primary Search Paths .
Fefererie Deschption
Rendering/lmages = | |&list of symbology resource files, Files are opened in the arder they
Security appear in the lizt. The last one in the list has the highest priority. [f
Seed Files undefined, MicroStation looks in the current rezource path for a file called
Eiafing "mzaymb.rsc’’. [MS_SYMBRSRC)
Standards Checker
Syumbology
Systern Env i
Ll—l k For more options, click on the categony list at left.
Figure 6-12: User Configuration Symbology
Workflow 1 will allow user level configuration, which is not the
recommended method for the X30 standard files.
Workflow 1 — Resource file setup is for
_ information only. CFLHD designers should
 GAUTION not manually attach or edit configuration
variables. For CFLHD, the CADD
Coordinator sets the configuration variables.
- If using IPlot as the plotting solution, the user will also need

to copy the custom line style resource files to the IPlot server
in order for custom line styles to show up correctly on plots.
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