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	Use on projects as appropriate.


Section 203. - REMOVAL OF STRUCTURES AND OBSTRUCTIONS

Construction Requirements

	Include 203.04 when the project includes concrete removal:


203.04  Removing Material.  Add the following:
(a) Concrete Removal by Mechanical Impact Methods.  Saw cut approximately 19 millimeter deep along all boundaries of repair areas.
Use power-driven hand tools to remove existing concrete with the following restrictions:

(1) Do not use jack hammers heavier than 15 kilograms.

(2) Do not operate jack hammers and mechanical chipping tools at an angle in excess of 45o from the surface of the slab.

(3) Do not use chipping hammers heavier than nominal 7-kilogram class to remove concrete from beneath reinforcing bar.

Where the bond between existing concrete and reinforcing steel is destroyed, remove all concrete adjacent to the steel to provide at least 19 millimeter clearance for the new concrete to bond to the steel.
Use hand tools (hammers and chisels) to remove final particles of concrete or to achieve the required depth.

After removal of deteriorated and unsound concrete, sandblast all exposed structural steel, reinforcing steel, and concrete surfaces that will be in contact with repair material.  Remove all rust and foreign material.  Clean the sound concrete surface by flushing with a high-pressure water jet or oil-free compressed air.

(b) Reinforcing Steel.  Do not cut or damage reinforcing steel designated to remain in place.  Repair or replace all damaged or severely deteriorated bars.

Clean all exposed reinforcing steel that is to remain in place.  Remove all rust and corrosive products, including oil, dirt, concrete fragments, laitance, loose scale, and other coatings that may destroy or inhibit the bond with new concrete.

If cleaned reinforcing steel will be exposed for more than 7 days, protect the steel from corrosion and contamination.  If the steel becomes corroded or contaminated, clean the steel immediately before the concrete pour.
	Use on projects when disposing of material is an option.


203.05  Disposing of Material.
(a) Remove from Project.  Add the following:
Secure environmental clearances according to Subsection 107.10.

	When burning debris on government property is NOT an option, include the following:


(b) Burn.  Delete the text.

	When burying debris on government property is NOT an option, include the following:


(c) Bury.  Delete the text.

	When burying debris on government property is an option, include the following:


(c) Bury.  Delete the first paragraph and substitute the following:
Bury debris in trenches or pits in approved areas within the right-of-way.  Do not bury debris inside the roadway prism limits, beneath drainage ditches, in any area subject to free-flowing water, or in areas where structure foundations are to be constructed.

