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	Include the following with projects requiring srilled shafts:


Section 565. – DRILLED SHAFTS

Construction Requirements

565.06  Reinforcing Steel for Drilled Shafts and Placement of Crosshole Sonic Logging Access Tubes.  Delete the second and third paragraphs, and substitute the following:
Install access tubes for each drilled shaft in accordance with ASTM D 6760-02.  Extend access tubes a minimum of 2 feet above shaft top and a maximum of 3 inches above shaft bottom.

565.07  Concrete for Drilled Shafts.  Delete the fifth paragraph.
565.08  Integrity Testing.
(a) Testing.  Delete the text, and substitute the following:

Perform integrity testing on production drilled shafts in accordance with ASTM D 6760-02.  Test drilled shafts no earlier than 2 days and no later than 45 days after concrete placement.  Before testing, provide information to the Crosshole Sonic Logging subcontractor and to the CO as to drilled shaft bottom and tip elevations, access tube lengths, surveyed tube positions, and date of concrete placement.  Perform tests between all tube pairings in the shaft, including adjacent perimeter access tubes and diagonally between tubes.

If any access tube is not acceptable for testing (e.g. tube is not plumb, tube does not retain water, tube-concrete debonding has occurred, tube is obstructed), provide a plumb core hole, drilled to the appropriate depth, and install a fully-grouted replacement tube or propose an alternative integrity test method that is acceptable to the CO.  After integrity testing, inspection, and data analysis are completed and accepted by the CO, tremie fill access tubes with neat cement grout in accordance with section 725.22(f).

(b) Test results and reporting.  Delete the second sentence, and substitute the following:

Within 5 days of testing, submit a detailed crosshole sonic logging report to the CO.

