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	Use on all projects when 154 is a bid item.


Section 154. - CONTRACTOR SAMPLING AND TESTING

Construction Requirements

154.03  Testing  Add the following:

Where Process Control Sampling and Testing frequencies in Table 153-1 are identical to the Sampling and Testing Tables for all applicable work the Process Control Samples may be used for acceptance.

	Use 154.03A on small projects, or when a Government laboratory is not available or inappropriate.


Add the following subsection:

154.03A  Laboratory (Contractor-Furnished).  Furnish a laboratory equipped with all necessary test equipment and accessories to satisfy the testing required by the contract.

Sampling and testing services of commercial laboratory equipped with all necessary test equipment and accessories to satisfy the testing required by the contract may be used.

Use equipment that is calibrated and conforms to the applicable testing equipment associated with the testing requirements methods of the contract.  Tag all necessary equipment indicating the date of last inspection, inspector, and calibration number.

The CO may check equipment to verify condition and calibration.  Repair or replace equipment not meeting applicable requirements.

Maintain and submit documentation supporting the calibration of all necessary equipment prior to actual testing.  Include the following:

(a) Description of the equipment calibrated or verified, including model number, serial number, or other acceptable identification.

(b) Identification of the individual performing the calibration or verification.

(c) Identification of the calibration or verification procedure used.

(d) The calibration number for each calibration.

(e) Date of calibration

	Use 154.03B on projects when a government furnished laboratory will be provided.  NOTE TO DESIGNER:  Please make certain a Government-furnished lab will be available for your particular project; Check with the COE and Don Windholz in Depot.


Add the following subsection:

154.03B  Field Laboratory (Government-Furnished).  If a field laboratory trailer is available for rent, the government will offer to the contractor a government furnished mobile field laboratory with testing equipment.  Field laboratory availability and a list of the testing equipment included in each field laboratory may be obtained by contacting the CO at {enter individual, and phone # here-12300 West Dakota Avenue, Lakewood, CO 80228}.  The Contractor will determine if the laboratory and testing equipment is adequate to perform all testing required by the contract.
If the Contractor elects to exercise the option to use the Government-furnished trailer and equipment, notify the CO in writing within thirty (30) days after award of the contract.

The field laboratory trailer and testing equipment are offered to the contractor at a cost of $600.00 per month.  The government is responsible for transportation of the laboratory to and from the project site.  The contractor is responsible for the replacement cost of all missing or damaged equipment (other than through reasonable wear and tear).

In addition, the following apply:

(a) The equipment has been checked and calibrated to applicable specifications and test methods.  It is the Contractor's responsibility to ensure the equipment is maintained in proper operating condition.

(b) Except as otherwise indicated herein, the laboratory includes test equipment to conduct Contractor Quality Control, and Contractor Sampling and Testing for embankments, crushed aggregate base, asphalt paving materials, and plastic concrete as summarized in Tables 153-1 and the Sampling and Testing tables at the end of each Section.

(c) No nuclear devices are furnished.

(d) No equipment for curing or breaking concrete cylinders is furnished.

(e) No equipment for asphalt content determination per AASHTO T164 or maximum specific gravity per AASHTO T209 is furnished for non-superpave designated projects.

(f) The Contractor is responsible for furnishing water to the Government field laboratory which is reasonably clear and free of oil, acid, rust, alkali, sugar, and vegetable substances.  Furnish 220-volt, 60-cycle, single-phase current adequate to operate all of the Government field laboratory facilities at all times as required by the CO.  A minimum of 15 kilowatts of power at the entrance box is required for effective use of electrical equipment.  Equip the power supply with a regulator that limits the voltage of the power furnished to the laboratory to not less than 220 volts and not more than 240 volts.

(g) The Contractor or its representative is responsibility for the trailer and equipment upon receipt.

(h) Missing or damaged equipment (beyond reasonable wear and tear) must be replaced by the Contractor.

(i) All equipment provided by the Government and replaced by the Contractor is to remain or become the property of the Government.

(j) The rental rate is in effect for the duration of the contract, excluding periods of seasonal or other work shut downs.

(k) Use of the laboratory is limited to testing materials specified to this contract.

