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	Use on projects as appropriate.


Section 301. - UNTREATED AGGREGATE COURSES

Construction Requirements

301.03  General.  Add the following:
Select one base course grading C, D, or E from Table 703-2 and set target values within the designated ranges.

301.05  Compacting.  Add the following:
After initial spreading (or grading to grade stake elevations where applicable) and compacting, finish the final aggregate course using a planing or leveling device specifically designed for land planing/leveling purposes.  Use devices similar in design and capability to agricultural land levelers manufactured by Art's-Way Manufacturing Co., Inc., Armstrong, Iowa 50514.  Furnish a device or devices of the self-supporting towed type with a minimum length of 25 feet from the towing tractor drawbar to the rear axle and a minimum cutting blade width of 10 feet.  The intent is for the device to be capable of cutting material from high areas and transporting the excess material to low areas.  All wheels used for supporting the machine during planing must travel on the surface being planed.  When planing, make passes beginning at the roadway shoulders and proceeding with overlaps to centerline.  Do not use the leveler/planer to construct the required crown or super-elevation cross section.  Use the leveler/planer to refine the work performed by motor graders.

Standard earthwork motor graders and landscaping grader boxes are NOT acceptable leveling/planing devices under this specification.

When leveling is complete, water and compact the aggregate surface to not less than 95% of maximum density.  Apply the prime coat as soon as practicable after leveling and compaction is complete.

	When aggregate base course is specified, include the following:


301.08  Acceptance.

(a) Aggregate gradation.  Add the following:
When all the test results are completed and evaluated for a lot, the Contractor may optimize the final pay factor for the lot by changing the originally established target values for the lot.  The target values, as changed, must be within the designated range for the grading selected.

Delete table 301-1 and substitute the following:

Table 301-1

Sampling and Testing
	Material or Product
	Property or Characteristic
	Category
	Test Methods or Specifications
	Frequency
	Sampling Point

	Subbase and Base courses
	Gradation (1) –

Specified sieves

Liquid limit

Moisture-Density (maximum density)

Inplace density and moisture content
	2

---

---

---
	AASHTO T 11 and 

AASHTO T27

AASHTO T89

AASHTO T180

method D

AASHTO T310 or other approved procedures
	1 sample per 1000 ton

1 sample per 3000 ton

1 for each aggregate grading produced

1 for each

500 ton
	From the windrow of roadbed after processing

From the windrow or roadbed after processing

Production output or Stockpile

Inplace completed compacted layer

	Surface course aggregate
	Gradation (1) –

#4

#40

#200

Other specified sieves

Plasticity index

Moisture-Density (maximum density)

Inplace density and moisture content
	1

1

1

2

1

---

---
	AASHTO T 11 and AASHTO T27

AASHTO T 90

AASHTO T180

method D

AASHTO T310 or other approved procedures
	1 sample per 1000 ton

1 sample per 1000 ton

1 for each aggregate grading produced

1 for each 500 ton
	From the windrow or roadbed after processing

From the windrow or roadbed after processing

Production output or stockpile

Inplace completed 

compacted layer


(1) Use only sieves indicated for the specified gradation.

