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	Use on projects as appropriate.


Section 564. - BEARING DEVICES

Description

564.01  Delete the second sentence and substitute the following:

Bearing devices are designated as elastomeric, rocker, roller, sliding, and fixed.

Material

564.02  Add the following:
Grout For Setting Bearings





725.22(g)

Preformed Fabric Pads






725.29

Construction Requirements

564.03  General.

(b) Fabrication.  Delete the last sentence of the second paragraph and substitute the following:

Do not galvanize stainless steel bearing components, anchor bolts, or pins and contact surfaces of fixed bearing components.

(d) Construction and Installation.  Add the following:
On fixed bearings remove the lower masonry plate from the bearing assembly and grout into position.  Take care to anchor it adequately so it will not be displaced during the grouting process.  Pump the grout through the grout pipe until it extrudes through the grout vents so as to completely fill the blockout cans under the masonry plate.

564.05  Rocker, Roller and Sliding Bearings.  Amend the section title to read:
564.05  Rocker, Roller, Sliding, and Fixed Bearings.

Delete the first sentence of the second paragraph and substitute the following:

Fabricate rocker, roller, sliding, and fixed bearings according to the details shown on the plans and to Section 555.

Add the following:

Thoroughly coat pins and all contact surfaces with oil and graphite just prior to assembling the fixed bearings.

