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11.5 - 37.5 ft. Brown gray CLAY, moist.
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AR 8 Brown gray clay to 37.5, harder drilling, rock fragment,
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SPT 7 Rec. 1.08 ft. of  brown gray clay, moist.
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Drill:   CME 55 track
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AR 17 brown mottled clay, sl. moist to moist to 82 ft., gray
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SPT 2 Rec. 0.5 ft. of  brown gray sandy clay, moist.
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AR 3 Brown gray sandy clay, moist.
SPT 1 Brown gray sandy clay, moist.
10.0 - 21.5 ft. Brown gray sandy CLAY

AR 2 Rec. 0.83 ft. of  Brown slightly sandy clay, gravel to
cobbles-size rock fragments, moist to wet.

AR 6 Brown gray slightly sandy clay, moist.

0.0 - 10.0 ft. Brown CLAY and rock fragments
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fragments, moist.
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Boring Location:   STA 105+97, 85 ft. LT
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Drill:   CME 55 track
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Revisions/Final By:   C. Martinez
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SPT 2 Rec. 1.33 ft. of  brown gray clay, slightly gravelly, moist
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AR 4 Brown gray to red brown clay, moist to wet.

AR 3 Brown gray clay, slightly gravelly, moist to wet.

SPT 1 Rec. 0.67 ft. of  brown gray clay, slightly gravelly, moist
to wet.
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AR 2 Brown sandy clay, gravels and cobble-size rock
fragments, moist to wet.

0.0 - 10.0 ft. Brown sandy CLAY and cobble-size rock
fragments

AR 7 Brown gray clay, slightly gravelly, moist.
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1.0 - 28.0 ft.sandyCLAY with gravel and
ocasional cobbles, gray, damp to moist, medium
stiff to stiff.

28.0 - 31.0 ft.clayeyGRAVEL with cobbles and
occasional boulders, brown, medium dense.

31.0 - 38.5 ft.CLAY with weathered bedrock
fragments, gray to brown, stiff to very stiff.

Boring Began:  9/19/2005

Drilling Method:  HQ3 Wireline
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0.0 - 43.0 ft.sandyCLAY with bedrock
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soft to hard, gravelly in upper 4 feet, (landslide
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Drilling Method:  HQ3 Wireline
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Volcanic fragments
observed.

Volcanic fragments
caught in drive.

Hard lense.

MC= 11.9 %
DD= 120.6 pcf
#200= 98 %
LL= 40
PL= 18
PI= 22
AASHTO: A-6 (23)
USCS: CL

MC= 10.2 %
DD= 128.6 pcf
UCCS= 147 psi
MC= 7.9 %
DD= 83.5 pcf
#200= 84 %
LL= 37
PL= 19
PI= 18
AASHTO: A-6 (14)
USCS: CL

526/19/33100

71

90

100

100

43.0 - 45.0 ft. weathered CLAYSTONE.

45.0 - 48.0 ft.CLAY, dark brown, damp to wet.

48.0 - 52.0 ft. weathered CLAYSTONE with
interbedded finegrained intrusive phenocrystic
volcanics.

52.0 - 56.5 ft.CLAY, dark brown, damp to wet.

56.5 - 63.0 ft. weathered CLAYSTONE with
interbedded finegrained intrusive phenocrystic
volcanics.

Bottom of Hole at 63.0 ft.
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some silt encountered at
29 feet

3

9

15

1/1/2

1/2/7

1/5/10

100

100

100

0.0 - 3.0 ft.clayeyGRAVEL with cobbles and
boulders.

3.0 - 43.0 ft.CLAY, gray, moist to wet, soft, with
sandstone lenses.

Boring Began:  8/23/2005

Drilling Method:  Hollow-Stem Auger

Drill:  CME 55

Driller:  CDOT - Jeff

Logged By:  R. Andrew

Final By:  J. Lovekin

Inclination:  Vertical

Completed:  8/23/2005
Drill Bit:
Casing:
Weather:

Depth
Date
Time

-
-
-

-
-
-

-
-
-

-
-
-

Total Depth:  70.0 ft
Ground Elevation:
Location:
Coordinates:  N:   E:

Ground Water Notes:
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MC= 7.5 %
DD= 33.7 pcf
#200= 34 %
LL= 43
PL= 18
PI= 25
AASHTO: A-7-6 (3)
USCS: GC
rounded igneous rock
encountered at 45 feet
UCCS= 749 psi

possible slip planes at 55
and 60 feet

clay seam encountered at
61.8'

145/8/6100

100

60

100

100

100

100

43.0 - 50.0 ft.clayeyGRAVEL with cobbles and
boulders.

50.0 - 70.0 ft. CLAYSTONE with interbedded
finegrained intrusive phenocrystic volcanics, very
soft to soft.

Bottom of Hole at 70.0 ft.
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