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	Use on projects with riprap.  There are two riprap specifications.  Check with the Project Manager and Hydraulics to see which specification to use.  The first one listed is the original spec from the FP-03 (7 classes listed in Table 705-1 of the SCR’s).  The new spec has 10 classes of riprap.


Section 251. – RIPRAP

	This SCR goes with the original riprap spec:
Use on projects with a grouted riprap pay item.  Also include SCR for Subsection 705.02.


Table 251-1 Sampling and Testing Requirements.  Delete reference to the material type Mortar and substitute the material type Grout in the first column.
	Use this new specification with approval from the PM and Hydraulics.  Also include the SCR for Subsection 705.02, the new Table 705-1 with 10 classes of riprap, and new riprap drawings.


251.07 Acceptance.  Delete the second sentence and substitute the following:

Riprap will be evaluated under Subsections 106.02 and 106.04.
Verify that riprap delivered to the placement site meets the applicable class size specified in Table 705-1 through sampling as specified in Table 251-1 and testing the size characteristic as follows:
The intermediate dimension of the largest accessible rock will be measured and must be greater than the upper limit of the D85 size range specified in Table 705-1 for the applicable riprap class.  The intermediate dimension is defined as the shortest, straight-line distance from one side of the rock to the other on the maximum projection plane (plane of rock with the largest projected surface area).
Verify that production riprap meets the applicable class gradation specified in Table 705-1 through sampling and testing the gradation characteristic as specified in Table 251-1.  Provide the contracting officer a minimum 7-day advance notice of the sampling and testing schedule and location.

Table 251-1  Sampling and Testing Requirements.  Delete Table 251-1 and substitute the following:

Table 251-1

Sampling and Testing Requirements

	Material or Product
	Type of Acceptance

(Subsection)
	Property or

Characteristic
	Test Methods or

Specifications
	Sampling Frequency
	Point of

Sampling
	Split Sample
	Reporting

Time

	Riprap Rock source quality

(705.02)
	Measured and tested for conformance

(106.04)
	Apparent specific gravity and absoption

Sodium sulfate soundness

LA abrasion

Gradation


	AASHTO T 85

AASHTO T 104

AASHTO T 96

FLH T 521-08


	1 per material type
“
“
“
	Source of material
“

“

Production stockpile
	Yes

“
“
No
	Before using in work
“

“

“

	Riprap Rock

(placement)
	Measured and tested for conformance

(106.04)
	Size
	Subsection 251.07
	1 per 40 cubic meters
	From the windrow or roadbed after processing.
	No
	Before using in work

	Grout
	Measured and tested for conformance

(106.04)
	Making test specimens

Compressive strength
	AASHTO T 23

and

ASHTO T 22
	1 per mix design
	---
	Yes, when requested
	Before using in work


