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	Use on projects when reinforcing steel is required.


Section 554. – REINFORCING STEEL
Construction Requirements

554.07  Epoxy Coated Reinforcing Steel.  Delete the fifth paragraph and substitute the following:

Field repairs will not be allowed on bars that have severely-damaged coatings.  Replace bars with severely-damaged coatings.  A severely-damaged coating is defined as a bar where the sum of all areas covered with patching material, including overlaps, exceeds five percent of the total surface area of the bar.  This limit on repaired damage coating does not include sheared or cut ends that are coated with patching material.  Coat mechanical splices after splice installation according to AASHTO M 284M for patching damaged epoxy coatings.

554.08  Placing and Fastening.  Delete the first sentence of the first paragraph and substitute the following:
Place, fasten, and support the bars according to the CRSI Manual of Standard Practice.  Use precast concrete blocks or metal supports.

554.09  Splices.  Delete the fifth paragraph and substitute the following:

Mechanical couplers may be used in lieu of welding if approved.  Use couplers with a strength that is at least 125 percent of the required yield strength of the reinforcing steel.  The total slip of the reinforcing bar within the splice sleeve after loading in tension to 207 megapascals and relaxing to 20 megapascals shall not exceed 0.25 millimeters for bar sizes up to No. 43 as measured between gage points clear of the splice sleeve.

