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	Include the following with projects when bearing devices are required.


Section 564. – BEARING DEVICES
Construction Requirements
564.03  General.

(a) Drawings.  Delete the paragraph and substitute the following:
(a) Drawings.  Prepare and submit drawings for the bearings according to Subsection 104.03 and Section 18 of the AASHTO LRFD Bridge Construction Specifications.  Show all details of the bearings including the material proposed for use.  Obtain approval before beginning fabrication.

(b) Fabrication.  Delete the first paragraph and substitute the following:
(b) Fabrication.  Fabricate bearings according to Section 18 of the AASHTO LRFD Bridge Construction Specifications.  The surface finish of bearing components in contact with each other or with concrete, but not embedded in concrete, shall conform to Subsection 555.08(e).
564.04  Elastomeric Bearings.  Delete the third paragraph and substitute the following:
Fabricate elastomeric bearings according to AASHTO M 251.  Use material that meets the flash tolerance, finish, and appearance requirements of the Rubber Handbook as published by the Rubber Manufacturer’s Association Incorporated, RMA F3 and T.063 for molded bearings and RMA F2 for extruded bearings.  Determine compliance with AASHTO M 251.  Test and accept bearings specified by hardness and designed in accordance with Method A of the AASHTO LRFD Bridge Design Specifications and AASHTO M 251 Appendix X1 in lieu of Section 8 full size bearing test.

