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	Use on projects where appropriate.


Section 713. – ROADSIDE IMPROVEMENT MATERIAL
	Include Subsection 713.14A for projects that include gravel bags as an erosion and sediment control BMP.


Add the following:
713.14A  Gravel bags.  Use clean, silt-free material between ⅜ and ¾ inch in diameter for gravel filler.  Secure the opening of the gravel bag.  Conform to the following:
(a) Bag material
Canvas, burlap, woven


polypropylene, polyethylene,


or polyamide fabric
(b) Approximate mass
30 to 50 pounds
	Include Subsection 713.16 for projects that include silt fence as an erosion and sediment control BMP.


713.16 Silt fence.  Delete this subsection and substitute the following:

713.16 Silt fence.  Conform to the following:

(a) Silt fence fabric and fence support mesh
AASHTO M 288

(b) Wood post
Commercial quality lumber,

nominal 2 inch square min.

(c) Steel post
Weigh 1.3 pounds


per foot min.
	Include Subsection 713.16B for projects that include drop inlet protection as an erosion and sediment control BMP.


Add the following:
713.16B Prefabricated filter insert.  Conform to the following:
(a) Water flow rate, ASTM D 4491
145 gallons per minute


per square foot min.
(b) Puncture strength, ASTM D 4833
90 pounds min.
(c) Apparent opening size, ASTM D 4571
No. 40 sieve

(d) Ultraviolet resistance, ASTM D 4355
70% min.

