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	Use on projects as appropriate.


Section 725. - MISCELLANEOUS MATERIAL

	When cement is required (as part of concrete, shotcrete, soil stabilization etc…) include the following:


725.04  Pozzolans.  Delete the Subsection and substitute the following:

(a) Fly ash.  Conform to AASHTO M 295, class C or F.

Available equivalent alkalies (Na2O)
1.5% max.
(b) Ground granulated blast-furnace slag.  Conform to AASHTO M 302, grade 100 or 102.

Total alkalies
1.0% max.

(c) Silica fume (micro silica).  Conform to AASHTO M 307.

Total equivalent alkalies (Na2O)
1.0% max.

	When precast concrete units and accessories are allowed include the following:


725.11  Precast Concrete Units and Accessories.  Delete item (g) in the list.
	When boiled linseed oil is allowed for treatment of Portland cement concrete include the following:


725.14  Protective Coatings for Concrete.

(a) Boiled linseed oil.
AASHTO M 233
	When fiber reinforced Shotcrete is required, include the following.

When fiber reinforced concrete is required also include 501, 552, or 601 SCR as applicable.


725.29  Reinforcing Fibers.  Delete the text and substitute the following:

(a) Use with shotcrete.  Fibers will be deformed steel or fibrillated polypropylene conforming to ASTM C 1116, Type I or Type III.

(b) Use with concrete.  Fibers will be fully oriented, 100% virgin polypropylene, collated fibrillated, white in color, ¾ inches long, dosed at 1.5 to 3 pounds per cubic yard of concrete, conforming to ASTM C 1116, Type III.

